
STATE   Alaska CITY  Cold Bay AIRPORT   Cold Bay  This is a variation of FAA Form 5320-1-1

  CONSTRUCTION DATES Existing SOIL Subbase Base Surface Pavement

IDENT. NAME ORIG. OVERLAY
CONSTRUCTION 
AGENCY

SOURCE OF 
INFORMATION

Pavement 
Conditions (PCI)

CLASS Course Course Course Overlay Strength

RUNWAYS  

6100-01
Runway 14-32 (left 50') 
section 1 1989 AK DOT & PF Project # 5591, AK Supp.

72
existing varies 
24" - 37" 6" existing 

2.5"-4" AC 
varies

2" Recycled 
Hot AC

S75, T131, 
ST175, TT175, 
DTT 850

6100-03
Runway 14-32 
(50'keel) section 3 1989 AK DOT & PF Project # 5591, AK Supp.

77
existing varies 
24" - 37"

4" average 
existing 

6" Recycled 
Hot AC

S75, T131, 
ST175, TT175, 
DTT 850

6100-05
Runway 14-32 (right 
50') section 5 1989 AK DOT & PF Project # 5591, AK Supp.

70
existing varies 
24" - 37" 6" existing 

2.5"-4" AC 
varies

2" Recycled 
Hot AC

S75, T131, 
ST175, TT175, 
DTT 850

6100-07  R/W 14-32, Section 7 1974 22 Slurry Seal

6100-08 R/W 14-32, Section 8 1974 32 Slurry Seal
6100-09 R/W 14-32, Section 9 1974 17 AC

6200-01
Runway 8-26 
(westend) section 1 1974 AK DOT & PF Project # 5591, AK Supp.

18
Slurry Seal

S75, T131, 
ST175, TT175

6200-02 Runway 26, Lt. T.O. 1974 55 Slurry Seal
6200-03 Runway 26, Rt. T.O. 1974 54 Slurry Seal

6200-05
Runway 8-26 (mideast) 
Right 50' section 5 1989 AK DOT & PF Project # 5591, AK Supp.

68
existing varies 
24" - 37" 6" existing 

2.5"-4" AC 
varies

2" Recycled 
Hot AC

S75, T131, 
ST175, TT175

6200-10
Runway 8-26 (mideast) 
keel section 10 1989 AK DOT & PF Project # 5591, AK Supp.

70
existing varies 
24" - 37"

4" average 
existing 

6" Recycled 
Hot AC

S75, T131, 
ST175, TT175

6200-15
Runway 8-26 (mideast) 
left 50' section 15 1989 AK DOT & PF Project # 5591, AK Supp.

59
existing varies 
24" - 37" 6" existing 

2.5"-4" AC 
varies

2" Recycled 
Hot AC

S75, T131, 
ST175, TT175

6200-25 Section 25 1989 73 Slurry Seal S75, T131, 
ST175, TT175

6200-26 Section 26 1974 21 Slurry Seal

6200-27
Runway 8-26, Section 
27 1974 AK DOT & PF As-Built 11/74

55
Slurry Seal

TAXIWAYS

100-01 Taxiway A Section 1 1989 AK DOT & PF Project # 55911 69
6" Recycled 
Hot AC

100-05 Taxiway A Section 5 1974 59

200-01 Taxiway B Section 1 1989 AK DOT & PF Project # 55911 60
6" Recycled 
Hot AC

200-05 Taxiway B Section 5 1974 76

300-01 Taxiway C Section 1 1989 AK DOT & PF
As-Built's 1974, Project # 
55911 38 12" (1974) 4" AC (1974)

2" Recycled 
Hot AC

300-02 Taxiway C Section 2 1989 AK DOT & PF
As-Built's 1974, Project # 
55911 67 20" (1972) 12" (1972) 4" AC (1972)

2" Recycled 
Hot AC

APRONS
4100-01 South Apron 9/1/1973 AK DOT & PF 39 Slurry Seal

4200-01 North Ramp, Section 1 9/1/1989 AK DOT & PF As-Built 1973 30 20" (1972)
12" CABC 
(1972) 4"AC (1972)

2" Recycled 
Hot AC

4200-05 North Ramp, Section 5 9/1/1972 AK DOT & PF As-Built 1973 32 20" (1972)
12" CABC 
(1972) 4"AC (1972)

side Apron Side R/W 14-32 Apron 9/1/1965 AK DOT & PF no survey AC

REMARKS:
Runway 14-32 is used for emergency landings of up to B-747 size aircraft, but the Ramps are not strong enough to support them.
There is a 25' edge on the east side of the North Apron with 2" AC/14" CABC/20" Subbase
Outboard 12.5' on both sides of taxiways A & B were just overlaid with 2" Recycled Hot AC
Side R/W 14-32 Apron not in use
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